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Genel Ozellikler

General Features

Engine Model IPW2V92
Standby Power 15kVA
4 ™\ Standby Power T2 KW
PO RTABLE GEN ERATOR SET Prime Power 14kVA
Model DGIS000.TES  Date 2024-06 Prime Power - TTKW
Rated Output 14 kVA Frequency 50 Hz ) Jeneratorseti iculeri
Max.Output 15 kVA PowerFactor 1.0 Generator Set Dimensions
Rated Voltage 230/400V DCOutput 12V Length(U) 1220 mm
Phase 3 Speed 3000 rpm Width(G) 720 mm
Weight 295 Kg AC Current 22 A Height(Y) 860 mm
\- J Weight(A) 295 kg
Teknik Ozellikler
> Technical Specifications
Brand Marka IPOWER IPOWER
Model Model IPW2V92 IPW2V92
Stand by Power Stand By Gii¢ kVA 15 15
Prime Power Prime Gii¢ kVA 14 14
Ringing System Caligtirma Sistemi Marsh starter
Number of Phases Faz Sayisi Tek 3 faze Three phase
Output Voltage Cikis Voltaj Vv 230/400 230/400
Frequency Frekans hz 50 50
Fuel Type Yakit Tipi Dizel Diesel
Fuel Tank Capacity Yakit Depo Kapasitesi It 28 a7
Fuel Consumption Yakit Tiiketimi It/h 2,5 3,6
Sound Level Ses Seviyesi dBA 69 69
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